
 

 

CONFLEX AHS  

Automatic Hook Supply Machine 

 
Multifunctional curtain machine that fully automatic supplies the  

synthetic curtain hook and sews in the synthetic curtain hook into  
the curtain pleat in one operation. 
  
Functionalities / characteristics : 
 Automatic supply of the synthetic sew-in hook from the spender   

 Automatic height adjustment of the hook head in steps of 5 mm 

 Pleat length: max. 150 mm 

 Pleat choice for 57 different width of curtain tape; 60 till 150 mm 
 2 different bar tacks (position of stitching) possible  

 User friendly menu; display in own language  

 Provided with easy pleat calculation program 

 Pleat depth adjustment :15 till 125 mm 

 Distance between pleats by laser adjustment: 60 till 165 mm 

 Also suitable for sewing pleats without the synthetic curtain hook by 

de-activating the pleating unit (for using pin-on-hooks) 

 
The CONFLEX AHS is mounted on a JUKI AMS 210 EN.  

This industrial sewing machine has the following technical  
specifications 

 
 
 

 

 
 

 
 

 
 

The CONFLEX AHS has a productivity of about 8 till 10 synthetic curtain hooks per minute producing the single 

curtain pleat. The productivity depends on the chosen stitch pattern and on the skills of the operator.  
 

The CONFLEX AHS is able to process normal yarn as well as monofilament yarn.  
 

The CONFLEX AHS is suitable for processing different types of synthetic sew-in hooks.  

We do however advise our own UNIFLEX curtain hook (available in 55, 75 or 95 mm). 
 

 

 

 
 

 

 

  

Technical specifications: 
  Max. sewing speed 2,500 sti/min 
  Needle thread tension: active tension (electronic thread tension control 

mechanism)  

  Lubrication: Semi-dry / hook section: minute quantity lubrication (tank 

system)  
  Lubrication oil: JUKI New Defrix Oil No. 2 (equivalent to ISO VG32) 

  Sewing machine motor: Energy saving  
   550 W AC servomotor (direct-drive system) 
  Air pressure: 4 bar 

 


